IDAHO TRANSPORTATION DEPARTMENT
BRIDGE OVERWEIGHT REPORT — From 2004 Permanent Weigh -In-Motion Data
Based on Federa Bridge Weight Formula
District 4- Filer- US30- 2.0 Mi. W. C/L
Monday 1 March Thru Wednesday 31 March 2004
Total Commercial Traffic— All Lanes Included

Vehicle Violations
No Violations Violations Percent Over Maximum Allowed
Veh Total % Total % Total
Type Weighed | Number | Weighed | Number | Weighed | 0-5 5-10 [ 10-20 | 20—-30 | Over30
SINGLE UNIT TRUCKS
5 2—Axle, 6-Tire 3004 2817 93.8 187 6.2 17 23 47 36 64
6 3—Axle 1079 878 814 201 18.6 20 27 49 39 66
7 4— Axleor More 16 5 31.3 11 68.8 2 2 3 1 3
SINGLE TRAILER TRUCKS
8 4— Axleor Less 679 619 91.2 60 8.8 6 10 11 14 19
9 5—Axle 3475 2523 72.6 952 274 105 127 208 167 345
10 6— Axleor More 461 254 55.1 207 44.9 23 17 47 31 89
DOUBLE TRAILER TRUCKS
11 5— Axleor Less 4 4 100 0 0.0 0 0 0 0 0
12 6—Axle 16 12 75.0 4 25.0 2 0 0 0 2
13 7— Axleor More 475 351 73.9 124 26.1 8 17 24 24 51
TRIPLE TRAILER TRUCKS
14 6— Axleor More 7 5 714 2 28.6 0 1 0 1 0
Tota Vehicles 9216 7468 81.0 1748 19.0 183 224 389 313 639
Percent of Total Violations 10.5 12.8 22.3 17.9 36.6
Axle Violations
Single Axles Tandem Axles Tridem Axles
Violations Violations Violations
Veh Total % Total % Total % Total
Type Axles Total Number Axles Total Number Axles Total Number Axles
SINGLE UNIT TRUCKS
5 2— Axle, 6-Tire 6008 6008 187 31 0 0 0.0 0 0 00
6 3—Axle 3237 1079 38 35 1079 181 16.8 0 0 0.0
7 4— Axleor More 64 21 1 4.8 5 1 20.0 11 6 54.5
SINGLE TRAILER TRUCKS
8 4—Axleor Less 2440 1686 63 3.7 377 5 13 0 0 00
9 5—Axle 17375 4277 234 5.5 6540 1357 20.7 6 0 0.0
10 | 6—Axleor More 2982 528 10 19 384 118 30.7 562 154 274
DOUBLE TRAILER TRUCKS
11 5— Axleor Less 20 20 0 0.0 0 0 0.0 0 0 0.0
12 6—Axle 96 46 5 10.9 22 0 0.0 2 1 50.0
13 7— Axleor More 3357 1448 131 9.0 944 173 18.3 7 3 42.9
TRIPLE TRAILER TRUCKS
14 6 — Axle or More 49 31 2 6.5 9 0 0.0 0 0 0.0
Total Axles 35628 15144 671 4.4 9360 1835 19.6 588 164 27.9




